
• LED Backlight • 1080p Resolution •120Hz • Low Power Consumption

CT-4010

40” LED HDTV



Display
Size (Diagonal) 40”
Resolution 1920×1080
Aspect Ratio 16:9
Brightness 450cd/m2

Contrast 5000:1
Viewing Angle 178°×178°
Pixel Pitch 0.46125 × 0.46125 mm
Response Time 6ms (GTG)
Color Depth 1.07 billion
Refresh Rate 120Hz

Power
Power Supply AC 100-240V
Power Comsumption <140W
Standby Comsumption <1W

Inputs/Outputs
RF Input 1
AV Input 1
Component Input 1
Audio Output 1
PC Audio Input 1
VGA (D-sub) Input 1
HDMI Input 3
USB (Service) 1
Headphone 1
Coax Output 1

Dimensions
TV w/o Stand (W×H×D) 38.5×24.4×2.0 in

TV with Stand (W×H×D) 38.5×26.4×10.2 in
Carton (W×H×D) 42.3×26.6×5.6 in
Gross Weight 44.3 lbs
Net Weight 36.6 lbs

Accessories
Power Cord 1
User Manual 1
Screwdriver 1

Audio/Video Features
Speakers 2×10W
Stereo System MTS USA
Supported Resolutions 480i/480p/576p/720p/1080i/1080p

Noise Reduction Yes
Comb Filter 3D

Other Features
Wall Mount Support Vesa 400×400mm
Startup Logo Option
Sleep Timer Yes
Menu OSD English/French/Spanish
CC Yes
V-Chip Yes

Certifications
FCC Yes
RoHS Yes
UL Yes

Warranty
One Year Replacement

CT-4010
40” LED HDTV

Low Cost, High Quality

Continuus has developed a line of 
energy efficient LED TVs for the 
cost conscience long term care 
market.  We started with a low 
cost, high quality LED TV, then 
added the most common needed 
commercial features.  Our full line 
of TVs use a master remote/user 
remote system.  To eliminate IR 
cross interference in semi-private 
rooms, we added a Bed1/Bed2/
Bed3 IR options.

• Bed 1/2/3
• Front Panel Lockout
• Input disable function
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