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FMA 101 FREE-TO-GUEST MANAGEMENT APPLIANCE

Fast & Easy FTG Channel Management
With the FMA 101, updated channel information is distributed  
directly from the headend to the guest room TVs – eliminating 
the time and hassle of in-room configuration.

The FMA 101:

• Supports all Panasonic LRU20 TVs with embedded
b-LAN™* (EBL) technology

• Manages channel lineup and label changes
• Denotes Pro:Idiom® encrypted content to enable

Pro:Idiom® tuning
• Designates a “first-up” channel
• Broadcasts synchronized time/date to all FTG

devices on a regular basis

A Compact & Complete Solution
The FMA 101 requires minimal space, is easily installed 
in the hotel’s FTG headend and comes with the following:

• 12v power supply
• 7’ (2.13M) crossover cable
• 75 ohm terminator
• 50 MHz low-pass filter
• Rack-mount brackets

MANAGING A HOTEL’S FREE-TO-GUEST (FTG) CHANNEL LINEUP 
HAS TRADITIONALLY TAKEN A LOT OF TIME AND WORK.
NOT ANYMORE.

Dimensions (HxWxD) 

FMA 101 (with rack-mount bracket) 1.75"x19.0"x4.5" 
FMA 101 (without rack-mount bracket) 1.75"x7.25"x4.5" 
Shipping Box 4.5"x9.25"x9.25" 

Weight 

FMA 101 2.0 lbs 
Accessories 1.0 lb 
 Box w/packing materials 0.5 lbs 
 Total shipping weight 3.5 lbs

Regulatory Compliance 

ETL, FCC, RoHS  
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